CoPPER CARE
Naphthenate Producrs

CuNap-8

Copper Naphthenate Concentrate 8%
E.P.A Reg. No. 71992-1-54471
E.P.A. Est. No. 71992-NB-001

Available packaging:

5-gallon pails

55-gallon drums

275 to 325 gallon totes (by request)
Bulk Truck Load (by request)

For_treating: posts, poles, lumber, siding,
boxes, roof shakes and shingles, fence pick-
ets, landscape timbers, cellulosic textiles and
cordage. Apply by brush, dip, spray, or pres-
sure treatment.

Dilution with #2 Fuel Oil
(Gallons of oil per 1 gallon CuNap-8)

OTHER PRODUCTS AVAILABLE

Application | Dilution Solution % | *Service area
Cu as Metal

Brush 35t01 204 Above Ground

*Dip 8tol 1% Ground Contact

Pressure 8orl0tol | 75t0 1% | Ground Contact

Spray 35101 204 Above Ground

* Solution expressed as Copper as metal.
* See AWPA retention chart

* Typical dip cycle time is 24 hrs.

* Dilution rate varies by solvent type

CU-BOR Wood Preservative

Available packaging:
50# (5 gallon pails)
Pouch packaging

Tenino Green F.O.

Impel Rods

Treated wood plugs

Plastic Replugs”

Tools for Test and Treat Programs

Copper Care

Wood Preservatives, Inc.

P.O. Box 707
Columbus, NE 68602-0707
402-563-2663 ¢ 1-888-817-0131
Fax:402-564-9508
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